) Energy Effective Lighting @R SRS High-Bay
Stln ra Installation Instructions
Aluminum Peened\Faceted

Acrylic Prismatic

WARNINGS: GENERAL.:

. This product must be installed in accordance with . Ballast and SRS assembly are shipped separately
applicable electrical and installation codes by a from the reflector components.
person familiar with the construction and operation . Thoroughly inspect shipment for freight damage
of the product and the hazards involved. and notify carrier as needed.

. Proper grounding is required to insure personal safety. Verify the catalog description listed on the

. All work should be performed by a qualified electrician. packing slip with the fixture and part component

. Ensure power is OFF before starting installation labels.
or attempting any maintenance. . Contact manufacturer before making any fixture

alterations or for additional information as needed.

1. Disconnect Power
. Disconnect power before installation or maintenance Adapter Screw

(both sides) Slotted Side

2a. Mounting of Luminaire - Flexible

. Orient the junction box with the closed end (slotted) Adapter Plate
towards the heavy side of the ballast housing.

. Slide junction box onto ballast housing and secure Junction Box Screw
as shown.

. Loosen screws to mounting adapter and slide plate
until fixture hangs plumb.

. Tighten both screws to secure mounting adapter.

. Thread on 3/4" safety hook and hang fixture from

an approved suspension system.

2b. Mounting of Luminaire - Rigid

. Loosen screws to mounting adapter and slide plate
to center of junction box.

. Tighten both screws.

Mount junction box assembly to 3/4" rigid conduit.

Slide the ballast housing onto junction box and

Retaining

secure as shown. Retaining Tab Tabs (3)
3. Assemble Acrylic Reflector Screws (3)
. Loosen the three tab retaining screws and rotate Acrylic
tabs so that they do not extend past reflector collar. Outer
. Insert collar through bottom of acrylic reflector. Reflector
. Rotate tabs outward and tighten all three screws.

SRS Housing Keyhole Slots (3)
4. Attach Aluminum or Acrylic Reflector

. Loosen the three screws from the large SRS ring.

. Raise reflector, rotate, and tighten to SRS ring.

NOTE: For wide distributions, the large reflector ring must be

moved above the small reflector ring. Small SRS Ring

for Inner Reflector

Large SRS Ring
for Outer Reflector

4a. Repositioning Reflector Ring for Wide Distribution
. Loosen wing nut and set screws on SRS rings.

Spin both SRS rings until free from SRS housing.
Flex the SRS legs and remove large SRS ring. -
Spin large SRS ring back onto SRS housing. Standard SRS
Spin small SRS ring onto housing ensuring that the Orientation
legs slide freely along the housing with the leg screws

facing the bottom.

. Note that the SRS legs rest on the small ring. Screws (3)

. Attach acrylic reflector as above. for Outer Reflector

SRS Legs

Screws (2)
for Inner
Reflector

SRS for
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